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11.SPECIFICATIONS

Dimensions and Weight

Length = Width = Height

564 X317 X 453mm (17.7 X 9.4 X 15.0in)

Dry weight

27 5kg

Engine
Model KG171
Engine 4-stroke, overhead valve, single cylinder
Displacement(Bore = Stroke) 171ml (66 > 50mm)
Compression ratio 8.5:11
Engine speed 3600rpm(with SMARTthrottle switch OFF)
Cooling system Forced air

Ignition system

Full transistor

Qil capacity 0.6L
Fuel tank capacity 5.7L
Noise level 64dB(A)Tm
Generator
Model KGE3000Ti
Rated voltage(V) 230/120/240
Rated Frequency(Hz) 50/60
AC output |Rated ampere(A) 3.9/7.5/3.8
@ed output{kVA) 2.5
Max output(kVA) 26
Only for charging 12V automotive batteries.
DC output Maximum charging output:8.3A
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PREFACE

Thank you for purchasing a KIPOR generator.

This manual covers operation and maintenance of the KGE3000Ti generator.

All information in this publication is based on the latest product information available
at the time of approval for printing.

WUXI KIPOR POWER CO., LTD. reserves the right to make changes at any time
without notice and without incurring any obligation.

No part of this publication may be reproduced without written permission.This manual
should be considered a permanent part of the generator and should remain with it if
it is resold.

Pay special attention to statements preceded by the following words:

Indicates a strong possiblilty of severe personal injury or

(AWARNING)

death if instructions are not followed.

(——ﬁ Indicates a possibility of personal injury or equipment
A CAUTION damage if instructions are not followed.
NOTE:Gives helpful information.

If a problem should arise, or if you have any questions about the generator,consuit
an authorized KIPOR dealer.

KIPOR generator is designed to give safe and depend-
AWARNING siggs i

able service if operated according to instructions.Read

and understand the Owner's Manual before operating the

generator. Failure to do so could result in personal injury

or equipment damage.

* The illustration may vary according to the type.



CONTENTS

1 . Safety Instructions.“.....A......“............u.u...u..........‘................‘...1

2. Safety Labe' LOCationS.-.....................................A..‘........A...‘...“..3

3. Component INentificaction:« -« -wserreemmrmmininiiis s 4
4. Pre-0peration ChecK: -+ s resmsesesscrsrastsrsssssasussnssussassssessnsessases 7
5. Starting the ENgGine:+ - swsrrmreeirsimiisiicssses 10

High altitude operation: -+« -« 12
6. Genarator Use:sisswvismasimsissitaibasinm i i 13
7. Stopping the ENging:-+ -+ -+ sresrrmerneisiisiiicicccicsnees 21
8. M AT S Mg« s S L B T A G 23
9. TranSPOrting/StOrage: -+« weussrsrmrsrscrsissssii s 30
10. TrOUDIESNOOtING:++++++++++++sseseersesseusssassnsisranssis sy 32
11. SPECHICAtIONS:-++-+++rsrssmrersssmtsrrasisiesisnie sttt 34

Appliance does not operate:

Is the output indicator light ON?

YES NO
|s the the overload NO Take the gEneratDr to an
indicator light ON? ™| authorized KIPOR dealer.
l YES
 J
Check the electrical appli- NO Take the generator to an
i —
ance:or equipment for any authorized KIPOR dealer.
defects.
B Replace the electrical
VES appliance or equi.prnent .
» | m Take the electrical appli-
ance or equipment to an
electrical shop for repair

No electricity at the DC receptacle:

YES
Is DC circuit breaker tripped? |—————» L Push the reset button.

NO Take the generator to an
authorized KIPOR dealer.

\/

Inverter-Equipped Digital Generator 33 User Guide




10.TROUBLESHOOTING

When the engine will not start:

NO
| Is there fuel in the tank? J—b r Refill the fuel tank. —i

YES
\J
NO - .
| Is the engine switch on? J—b | Turn the engine switch on. [
YES
y
| Is there enough oil in the engine? ’—’NO | Add the recommended oil. [
YES
y NO Still
Is there a spark from »| Replace the —Irkﬂg.‘ Take the generator {o an
the spark plug? spericpkig, | P authorized KIPOR dealer
To check:
~AWAHNING] 1)Remove the spark plug cap and clean
M Be sure there is no spilled any dirt from around the spark plug.
fuel around the spark pulg. 2)Remove the spark plug and install the
Spilled fuel may ignite. spark plug in the plug cap.
3)Set the plug side electrode on the cylin-

der head to ground.

4)Pull the recoil starter, sparks should jump
y across the gap.

If the engine still does not

start, take the generator to an
authorized KIPOR dealer.
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1. SAFETY INSTRUCTIONS

[ ] W KIPOR generator is designed to give safe and depend-
AWA RNING able service if operated according to instructions.
E—— Read and understand the Owner's Manual before op-

erating the generator. Failure to do so could result in
personal injury or eguipment damage.

W Exhaust gas contains poisonous carbon monoxide.
Never run the generator in an enclosed area.
Be sure to provide adequate ventilation.

*! When installed in ventilated protection are to be
lH i observed.

B The muffler becomes very hot during operation and
remains hot for a while after stopping the engine.
Be careful not to touch the muffler while it is hot.

(AWARNING

(AWARNING

'ie ]‘ Let the engine cool before storing the generator

l I(_Ji' indoors.

e —;._J_l The engine exhaust system will be heated during op-
eration and remain hot immediately after stopping the
engine.

To prevent scalding, pay attention to the warning
marks attached to the generator.
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To ensure safe operation--

m Gasoline is extremely flammable and explosive under
certain conditions. Refuel in a well ventilated area with
the engine stopped.

B Keep away from cigarette, smoke and sparks when re-
fueling the generator. Always refuel in a well-ventilated
location.

B Wipe up spilled gasoline at once.

(AWARNING)

[ j W Connections for standby power to a building s electrical
AWAH NING system must be made by a qualified electrician and must

comply with all applicable laws and electrical codes. Im-
proper connections can allow electrical current from the
generator to back feed into the utility lines. Such back
feed may electrocute utility company workers or others
who contact the lines during a power outage, and when
utility power is restored, the generator may explode, burn,
or cause fires in the building’s electrical system.

B Always make a pre-operation inspection before you start
the engine. You may prevent an accident or equipment
damage.

B Place the generator at least 1m(3ft) away from build-
ings or other equipment during operation.

M Operate the generator on a level surface.

If the generator is tiled, fuel spillage may resuit.

B Know how to stop the generator quickly and understand
operation of all the controls. Never permit anyone to op-
erate the generator without proper instructions.

B Keep children and pets away from the generator when it
is in operation.

B Keep away from rotating parts while the generator is
running.

M The generator is a potential source of electrical shocks
when misused; do not operate with wet hands.

M Do not operate the generator in rain or snow and do not
let it get wet.

(AWARNING)
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a. Drain all gasoline from the fuel tank into an approved gasoline container.

b. Turn the engine switch ON, and loosen the carburetor drain screw and drain the
gasoline from the carburetor into a suitable container.

c. With the drain screw loosened remove the spark plug cap, and pull the starter grip
3 to 4 times to drain the gasoline from the fuel pump.

d. Turn the engine switch to the OFF position, and tighten the drain screw securely.

Drain Screw

3. Change the engine oil.

4. Remove the spark plug and pour about a tablespoon of clean engine oil into the
cylinder.

Crank the engine several revolutions to distribute the oil, then reinstall the spark
plug.

5.Slowly pull the starter grip until resistance is felt. At this point, the piston is coming
up on its compression stroke and both the intake and exhaust valves are closed.
Storing the engine in this position will help to protect it from internal corrosion.
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9.TRANSPORTING/STORAGE

To prevent fuel spillage when transporting or during temporary storage, the genera-
tor should be secured upright in its normal operating position, with the engine switch
OFF. Turn the cap lever fully counterclockwise to the “OFF" position.

[ Aw ARNI NG} B When transporting the generator:
B Do not overfill the tank (there should be no fuel in the

filler neck).

B Do not operate the generator while it is on a vehicle.
Take the generator off the vehicle and use it in a well
ventilated place.

B Avoid a place exposed to direct sunlight when putting
the generator on a vehicle. If the generator is left in an
enclosed vehicle for many hours, high temperature in-
side the vehicle could cause fuel to vaporize resulting in
a possible explosion.

B Do not drive on a rough road for an extended period
with the generator on board, If you must transport the
generator on a rough road, drain the fuel from the gen-
erator beforehand.

Before storing the unit for an extended period:
1. Be sure the storage area is free of excessive humidity and dust.
2.Drain out the fuel completely.

[AWARN |NG) B Gasoline is extremely flammable and explosive under
certain conditions.
Do not smoke or allow flames or sparks in the area.
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2. SAFETY LABEL LOCATIONS

These lables warn you of potential hazards that can cause serious injury. Read the
labels and safety notes and precautions described in this manual carefully.

If a label comes off or becomes hard to read,contact your KIPOR dealer for a
replacement.

Model of product

AN

Read the manual

Choke lever R
[=—+]

T e

Hot caution

ECHAPPEMENT - CHALD

- Oil level
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3.COMPONENT IDENTIFICATION

Chock Lever Fuel Cap Lever

Fuel Filler Cap

Left Side
Maintenance
Cover

Control Panel

Starter Grip

Engine Switch

Spark Plug
Maintenance Cover ("

Muffler

MY

N

LA
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3.Check the muffler gasket; replace if damaged. Reinstall the muffler gasket, the
muffler and the muffler protector in the reverse order of removal.
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4 SPARK ARRESTER MAINTENANCE(Equipped type only)

[AWAHHING] B If the generator has been running, the muffler will be
very hot. Aliow it to cool before proceeding.

1.Remove the four 5 mm screws, and remove the muffler protector.

5mm Screw

2.Remove the four 6 mm bolts, and remove the muffler, and the muffler gasket.

['___... -
6mm Bolts
Equipped Digital G 28 User Guide

Control panel

Output Indicator Light
Smart Throttle Switch

Overload Indicator

DC Receptacle ——_ Light

DC Circuit Ground Terminal

Protector

AC Receptacle
Oil Alert Indicator Light

AC Receptacle AC Receptacle AC Receptacle

in Equipped Digital G 5 User Guide
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SMART throttle

Engine speed is kept at idle automatically when the electrical appliance is discon-
nected and it returns to the proper speed to power of the electrical load when elec-
trical appliance is connected. This position is recommended to minimize the fuel
consumption while in operation.

B Smart throttle system does not operate effectively if the
electrical appliance requires the momentary electric power.

W When high electrical loads are connected simultaneously,

turn the smart throttle switch to the OFF position to re-

duce voltage changes.
B In DC operation, turn the smart throttle switch to the OFF

position

OFF:

Note:Smart throttle system does not operate. Engine speed is kept over rated speed.

Smart Throttle Switch

/O
-~
{ _~
0 r?;J
.’r.f'.ﬂ} :/‘a :'jll
| [
r !‘,./"’ g
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QUIPE

5.Visually inspect the spark plug. Discard it if the insulator is cracked or chipped.
Clean the spark plug with a wire brush if it is to be reused.

6.Measure the plug gap with a feeler gauge.

The gap should be 0.6-0.7mm(0.024-0.028in). Correct as necessary by carefully
bending the side electrode.

) l’ 0.6-0.7mm
' (0.024-0.028ml)

7.Install the spark plug carefully, by hand, to avoid cross-threading.

8.After a new spark plug has been seated by hand, it should be tightened 1/2 turn
with a wrench to compress its washer.

If a used plug is being reinstalled, it should only require 1/8 to 1/4 turn after being
seated.

9.Reinstall the spark plug cap on the spark plug securely.

10.Reinstall the spark plug maintenance cover.

[A CAUT|0N] B The spark plug must be securely tightened. An improp-
erly tightened plug can become very hot and possibly

damage the generator.
B Never use a spark plug with an improper heat range.
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3.SPARK PLUG SERVICE
RECOMMENTDED SPARK PLUG:CR5HSB
U16FSR-UB
To ensure proper engine operation, the spark plug must be properly gapped and
free of deposits.
1.Remove the spark plug maintenance cover.

Spark Plug Maintenance Cover

2.Remove the spark plug cap.
3.Clean any dirt from around the spark plug base.
4. Use the wrench to remove the spark plug.

Handle Bar
\ Py
\ > i
\ ~ - _'_'_/,_ =
\_ T \‘C:\/_( L \
I|I ] _./’/ VAR
o - /'Jii
) )
- /)-‘) ~ " |
.'_{,/“‘-— "-,. //
) - Plug Wrench
7
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4.PRE-OPERATION CHECK

[A CAUTlON} W Be sure to check the generator on a level surface with
the engine stopped.

1. Check the engine oil level.

FA CAU'"ON} B Using nondetergent oil or 2-stroke engine oil could shorten
the engine’s service life.

Use high-detergent, premium quality 4-stroke engine oil, cerlified to meet or exceed
U.S.automobile manufacturer's requirements for AP| Service Classification SG,SF.

Select the appropriate viscosity for the average temperature in your area.

SAE Viscosity Grades

Single
Viscosity

Multi-
viscosity

Loosen the cover screw and remove the left side maintenance cover. Remove the
oil filler cap, and wipe the dipstick with a clean rag. Check the oil level by inserting
the dipstick in the filler hole without screwing it in.

If the oil level is below the end of the dipstick, refill the recommended oil up to the top
of the oil filler neck.

B Running the engine with insufficient il can cause serious

engine damage.
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The Oil Alert System will automatically stop the engine before the oil level
falls below the safe limit. However, to avoid the inconvenience of an unexpected
shutdown, it is still advisable to visually inspect the oil level regularly.

Upper Lever

Qil Filler Hole

2.Check the fuel level.

Use automotive gasoline (Unleaded or lowleaded is preferred to minimize combus-
tion chamber deposits).

If the fuel level is low, refuel the fuel tank until the level as specified.
Never use an oil/gasoline mixture or dirty gasoline.

Avoid getting dirt, dust or water in the fuel tank.

After refueling, tighten the fuel filler cap seurely.

[ Aw AH""NG] @ Gasoline is extremely flammable and is explosive under
certain conditions.

W Refuel in a well-ventilated area with the engine stopped.
Do not smoke or alow flames or sparks in the area where
the engine is refueled or where gasoline is stored.

B Do not overfill the fuel tank (there should be no fuel above
the upper limit mark). After refueling, make sure the tank
cap is closed properly and securely.

B Be careful not to spill fuel when refueling. Spilled fuel or
fuel vapor may ignite, If any fuel is spilled, make sure the
area is dry before starting the engine.

B Avoid repeated or prolonged contact with skin or breath-
ing of vapor. KEEP OUT OF REACH OF CHILDREN.

Equipped Digital G # User Guide

Wash your hands with soap and water after handling used oil.

[ A NOTE ] B Please dispose of used motor oil in @ manner that is

compatible with the environment. We suggest you take
it in a sealed container to your local service station for
reclamation. Do not throw it in the trash or pour it on the
ground.

2.AIR CLEANER SERVICE

A dirty air cleaner will restrict air flow to the carburetor. To prevent carburetor
malfunction, service the air cleaner regularly. Service more frequently when operat-
ing the generator in extremely dusty areas.

[AWAHI"HG} M Do not use gasoline or low flash point solvents for
cleaning. They are flammable and explosive under cer-
tain conditions.

1.Loosen the cover screw and remove the left side maintenance cover.

2.Loosen the screw of the air cleaner, and remove the air cleaner cover.

3.Wash the element in a non-flammable or high flash point solvent and dry it thoroughly.
4.Soak the element in clean engine oil and squeeze out the excess oil.

5.Reinstall the air cleaner element and the cover.

6.Tighten the cover screw securely.

7.Reinstall the left side maintenance cover and tighten the cover screw securely.

Air
Cleaner
Body

Left Side
Maintenance
Cover '

&
Cover b A
Screw [~ gl (@
K |
| "““—ll _/

s
Air Cleaner Cover

>{"‘ g - Lower Tab
\/ o Air Cleaner Element
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1.CHANGING OIL

Drain the oil while the engine is still warm to assure rapid and complete draining.

[A cAU'"ON] B Make sure to turn the engine switch and the fuel cap
lever OFF before draining.

1.Loosen the cover screw and remove the left side maintenance cover.
2.Remove the oil filler cap.

3.Drain dirty oil into a container thoroughly.

4.Refill with the recommended oil, and check the oil level.

5.Reinstall the left side maintenance cover and tighten the cover screw securely.

Engine oil capacity: 0.6L

Left Side
Maintenance
Cover

Cover

Oil Filler Cap
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3.Check the air cleaner.

Check the air cleaner element to be sure it is clean and in good condition.

Loosen the cover screw and remove the left side maintenance cover. Press the
latch tab on the top of the air cleaner body, remove the air cleaner cover, check the
element. Clean or replace the element if necessary.

Left Side
Maintenance {
Cover

Air Cleaner Cover

Lower Tab
Air Cleaner Element

[ A CAUTION ] B Never run the engine without the air cleaner. Rapid en-
gine wear will result from contaminants, such as dust
and dirt, being drawn through the carburetor, into the
engine.

Fuel Filler Cap
Y

Upper Limit Mark

[A CQUTIONJ W Turn the fuel cap lever to "OFF" position before transporting.
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5.STARTING THE ENGINE

Before starting the engine, disconnect the load from the DC terminals.

1.Turn the fuel cap lever fully clockwise to the ON position.

Fuel Cap Lever ~

2.Turn the engine switch to the ON position.

8.MAINTENANCE

The purpose of the maintenance and adjustment schedule is to keep the generator
in the best operating condition.

LAWA RNIN G] B Shut off the engine before performing any maintenance.

If the engine must be run, make sure the area is well
ventilated. The exhaust contains poisonous carbon
monoxide gas.

[A GAUT'ON] B Use genuine KIPOR parts or their equivalent. The use

of replacement parts which are not of equivalent qual-

ity may damage the generator.

Maintenance Schedule

REGULAR SERVICE PE-
RIOD(1) Perform at every
indicated month or operating
hour interval, whichever oc-

EACH | FIRST |EVERY 3|EVERY 6| EVERY
MONTH |MONTHS|MONTHS| YEAR
USE OR OR OR OR

3.Move the choke lever to the CLOSED position.

Chock Lever

[1w]=

CLOSE

curs first.
“ 10HRS | 50HRS | 100 HRS [300 HRS
ITEM
Engine oil Chack O
Change O O
Air cleaner Check O
Clean O @
Spark plug Clean-adjust
Spark arrester  |Clean

Fuel sediment cup

O|0|O

Valve clearance

Check-adjust

O

Fuel tank and strai

Clean

o®

Fuel line

Check

Every 2 years (Replace if necessary)(3)
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NOTE: (1) Log hours of operation to determine proper maintenance.
(2) Service more frequently when used in dusty areas.
(3) These items should be serviced by an authorized KIPOR dealer, unless the owner
has the proper tools and is mechanically proficient. See the KIPOR Shop Manual.
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3.Turn the cap lever fully counterclockwise to the “OFF"position.

Fuel Cap Lever )
N

[A CAUTION } B Be sure the fuel cap lever and the engine switch are
“OFF” when stopping, transporting and/or storing the

generator.
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( A NOTE ] B Do not use the choke when the engine is warm or the air
temperature is high.

4 Pull the starter grip until resistance is felt, then pull the starter grip briskly toward
the arrow as shown below.

LA CAUTIOM B Do not allow the starter grip to snap back, Return it
slowly by hand.

5.Move the choke lever to the OPEN position as the engine warms up.

B If the engine stops and will not restart, check the en-

gine oil level before troubelshooting in other areas.

Choke Lever

‘“|u|£ |

OPEN
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Plug

ON

ON

Engine Switch
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